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3. Carefully cut lower " of fascia in center according to figure #2 below using provided dimples
as a guide. Discard cut pieces.
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4. Remove tow eye (2 bolts w/17mm heads & 2 bolts w/14mm heads) from left-hand frame rail.
Retain 17mm bolts for re-use, one is to be used on right-hand frame rail in a later step.
Discard tow eye and 14mm bolts.

5. Remove exhaust hanger from rubber hanger on left hand frame rail. Remove exhaust
hanger bracket (2-17mm bolts). Retain all parts and fasteners for re-use.

6. Remove tow-eye (2-17mm bolts & 1-14mm bolt) from right hand frame rail. Retain 17mm
bolts for re-use. Discard tow eye and 14mm bolt.

7. Remove vapor canister (2-12mm nuts) and its mounting bracket (1-17mm bolt) from the right
had frame rail. Note the orientation of the 3 metal feet on the vapor canister bracket as these
will be reinstalled in the same position at a later step. Retain all hardware and fasteners for
re-use.

8. Remove plastic plug from hole just forward of the vapor canister bracket. Retain for re-use.

9. Place canister bracket from step #8 on top of right hand trailer hitch mounting bracket, in
between the two spacers, lining up the holes. Route previously installed wire harness over
cross tube on right hand side of hitch. Raise trailer hitch assembly (item #1) under vehicle,
aligning slots in hitch mounting brackets with weld nuts in vehicle frame and loosely install a
17mm bolt through the hitch and canister bracket into the vehicle frame. Loosely install (3)
17mm bolts in the same manner.
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On the left hand side, loosely install the most forward 17mm bolt, and align the exhaust
hanger over the two rearward slots in the left hand hitch bracket. Install (2) 17mm bolts
through the hitch and exhaust hanger brackets.

Tighten all 17mm bolts to 50 ft-Ibs torque.

Reinstall rubber hanger and 14mm bolt to exhaust hanger bracket. Reinstall exhaust hanger
into rubber hanger.

Reinstall vapor canister. Verify that all hoses are properly attached and (3) metal feet are
replaced with the flanges facing down as they were found. Tighten 12mm nuts to 14 ft-lbs
(+/- 2 ft/lbs) torque.

Reinstall plastic plug from right-hand frame rail into open hole in left-hand frame rail, just
forward of hitch.

Wire tie harness to the cross tube, approximately for inches from the receiver tube, and be
sure that the connector is hung at the same height as the chain plate as shown below.

Once the wire tie is pulled tight against the cross tube, holding the harness securely in place,
cut off the excess portion of the tie, leaving approximately one inch.

When towing, slide the ball mount (item #2) into the hitch assembly and secure with hitch pin
(item #3) and safety pin (item #4).

When not towing, remove the ball mount and install the receiver cover (item #5) in its place.
Install provided dust cover over 4-pin wiring connector.

WARNING: Use only the ball mount supplied with this hitch. Use this hitch only as a weight-

carrying hitch. Do not use with any type of weight distributing apparatus.

WARNING: Be sure to check the hitch pin and safety pin for positive locking placement before

towing.



Figure 3

12. When the hitch wire harness is not in use, place the dust cap over the four-pin connector to
protect against possible damage.

13. Occasionally lubricate terminals for the four-pin connector using enclosed tube of terminal
grease.

NOTE: Always disconnect the trailer wire harness before launch or retrieving a watercraft.



